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Federal Aviation Administration, DOT § 21.31

[Doc. No. 5085, 29 FR 14564, Oct. 24, 1964, as amended by Amdt. 21–59, 52 FR 1835, Jan. 15, 1987;
52 FR 7262, Mar. 9, 1987]

§ 21.29 Issue of type certificate: import
products.

(a) A type certificate may be issued
for a product that is manufactured in a
foreign country with which the United
States has an agreement for the ac-
ceptance of these products for export
and import and that is to be imported
into the United States if—

(1) The country in which the product
was manufactured certifies that the
product has been examined, tested, and
found to meet—

(i) The applicable aircraft noise, fuel
venting and exhaust emissions require-
ments of this subchapter as designated
in § 21.17, or the applicable aircraft
noise, fuel venting and exhaust emis-
sions requirements of the country in
which the product was manufactured,
and any other requirements the Ad-
ministrator may prescribe to provide
noise, fuel venting and exhaust emis-
sion levels no greater than those pro-
vided by the applicable aircraft noise,
fuel venting, and exhaust emission re-
quirements of this subchapter as des-
ignated in § 21.17; and

(ii) The applicable airworthiness re-
quirements of this subchapter as des-
ignated in § 21.17, or the applicable air-
worthiness requirements of the coun-
try in which the product was manufac-
tured and any other requirements the
Administrator may prescribe to pro-
vide a level of safety equivalent to that
provided by the applicable airworthi-
ness requirements of this subchapter as
designated in § 21.17;

(2) The applicant has submitted the
technical data, concerning aircraft
noise and airworthiness, respecting the
product required by the Administrator;
and

(3) The manuals, placards, listings,
and instrument markings required by
the applicable airworthiness (and
noise, where applicable) requirements
are presented in the English language.

(b) A product type certificated under
this section is considered to be type
certificated under the noise standards
of part 36, and the fuel venting and ex-
haust emission standards of part 34, of
the Federal Aviation Regulations

where compliance therewith is cer-
tified under paragraph (a)(1)(i) of this
section, and under the airworthiness
standards of that part of the Federal
Aviation Regulations with which com-
pliance is certified under paragraph
(a)(1)(ii) of this section or to which an
equivalent level of safety is certified
under paragraph (a)(1)(ii) of this sec-
tion.

[Amdt. 21–27, 34 FR 18363, Nov. 18, 1969, as
amended by Amdt. 21–68, 55 FR 32860, Aug. 10,
1990; 55 FR 37287, Sept. 10, 1990]

§ 21.31 Type design.

The type design consists of—
(a) The drawings and specifications,

and a listing of those drawings and
specifications, necessary to define the
configuration and the design features
of the product shown to comply with
the requirements of that part of this
subchapter applicable to the product;

(b) Information on dimensions, mate-
rials, and processes necessary to define
the structural strength of the product;

(c) The Airworthiness Limitations
section of the Instructions for Contin-
ued Airworthiness as required by Parts
23, 25, 27, 29, 31, 33, and 35 of this chap-
ter or as otherwise required by the Ad-
ministrator; and as specified in the ap-
plicable airworthiness criteria for spe-
cial classes of aircraft defined in
§ 21.17(b); and

(d) For primary category aircraft, if
desired, a special inspection and pre-
ventive maintenance program designed
to be accomplished by an appropriately
rated and trained pilot-owner.

(e) Any other data necessary to
allow, by comparison, the determina-
tion of the airworthiness, noise charac-
teristics, fuel venting, and exhaust
emissions (where applicable) of later
products of the same type.

[Doc. No. 5085, 29 FR 14564, Oct. 24, 1964, as
amended by Amdt. 21–27, 34 FR 18363, Nov. 18,
1969; Amdt. 21–51, 45 FR 60170, Sept. 11, 1980;
Amdt. 21–60, 52 FR 8042, Mar. 13, 1987; Amdt.
21–68, 55 FR 32860, Aug. 10, 1990; Amdt. 21–70,
57 FR 41368, Sept. 9, 1992]
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